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Digital Press Certification 
Application Data Sheet 

Digital Press Supplier and System Name Here 
Note: Certification is in accordance with PRINTING United Alliance Digital Press Certification Program v2.3 (Increment 
version number as necessary) 

The PRINTING United Alliance Print Properties Digital Print Working Group has established a certification process for 
digital production presses (xerographic/inkjet). The following information is intended to assist printers and customers in 
understanding the printing conditions and how they were achieved and/or to replicate these results on a similar system. 

I. Manufacturer 

Ricoh Company Limited - 6300 Diagonal Highway, Boulder, CO 80301 

II. Product Name 

Pro Z75 B2 Sheet-fed Inkjet Digital Press  

III. Overview 
The RICOH Pro Z75 is the world’s first aqueous pigment B2 automatic perfecting sheet-fed digital press. Printing at speeds 
up to 4500 sheets per hour, 23” x 29” sheets on a wide variety of coated and uncoated stocks. It has a variety of 
application verticals but focuses on Commercial Print applications.  The Pro Z75 utilizes a Fiery front end. 

IV. System Components and Printing Procedure 
System Components 
Printer: RICOH Pro Z75 B2 sheetfed press 

DFE: Fiery Color Controller N-500 

Paper: Explorer Gloss  100# with applied Undercoat 

Software: Fiery N 500 – Version 5.2.90.00 – CPS 5.6.1.04 
Measurement Device: Fiery ES-6000 Spectrophotomer 

CMYK input profile: “GRACoL2013 CRPC6”, M1 

 

Printing Procedure: 
Load Paper on Print Engine.  

1) Load paper parameters into the DFE.  

2) Confirm print quality performance.   Conduct maintenance if required.  

3) Automatically create new paper uniformity. 

4) Create a new paper calibration using Fiery Color Profiler Suite (CPS): 

 - Print and scan Ink Limit per channel chart. Accept generated percentages. 

 - Print and scan Linearization chart. Accept generated “ink limit” 
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 - Print and verify Benchmark chart. Accept tone curve.  

 

Create a printer profile with Fiery™. 
Fiery N 500 – Version 5.2.90.00 – CPS 5.6.1.04 
1 – Print and scan 1902 patches (Fiery Edge Exclusive V2 chart) 

 Large patches, D50, 3 charts at 11x17 

2 – Summary page – Can inspect measurements and see details of data and system – hit next 

3 – Apply settings page – can edit profile settings – hit next  

4 – Save profile page – add comments, install on Fiery server or local drive. – hit next to create profile 

5 – Congratulations page – can verify or optimize, can change settings to make new profile. Hit Done to close profiler 

 

Print the Digital Press Forms. 
1) Save the Digital Press Forms and create profile on the DFE. 

3) Import the created profile to the Color Management Tab on the DFE. 

4)  Select the newly created ICC Profiles as the Printer Profile 

5) “Color” menu: Input Profiles: CMYK input profile: “GRACoL2013 CRPC6”, M1 

6) “Color” menu: Printer Profiles: Printer profile, front: (the imported profile) 

7) “Color” menu: Printer Profiles: Rendering intent: “Relative Colorimetric” 

8) Verify G7 performance for Greyscale, Targeted and Colorspace via Curve4 Verify™ software. 

 

V. Finishing Procedures (Optional) 
N/A 

VI.  Additional Data (Optional) 

• Submitted under PRINTING United Alliance Digital Press Certification Program Version 2.3.6 
(January 2018) 

 


